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SStteemmppeell  //  UUnntteerrsscchhrriifftt  
DEKRA Automobil GmbH 
Automobil Test Center  

  

  

PPrrüüffbbeerriicchhtt  220011884455776699  
vom 20.03.2019 

AAnnpprraallllvveerrssuucchh  SSKK11BB  aann  
FFaahhrrzzeeuuggssiicchheerrhheeiittssbbaarrrriieerree  

Technische Richtlinie  
Mobile Fahrzeugsperren 

MMoobbiillee  AAnnttii  RRaammmmiinngg  TTrruucckk  BBaarrrriieerr  
Pitagone S.A.  

  

  

Durchgeführt auf dem DEKRA Testgelände 
in Eggebek am 20. Februar 2019 
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vom 20.03.2019 

AAnnpprraallllvveerrssuucchh  SSKK11BB  aann  
FFaahhrrzzeeuuggssiicchheerrhheeiittssbbaarrrriieerree  

Technische Richtlinie  
Mobile Fahrzeugsperren 

MMoobbiillee  AAnnttii  RRaammmmiinngg  TTrruucckk  BBaarrrriieerr  
Pitagone S.A.  

  

  

Durchgeführt auf dem DEKRA Testgelände 
in Eggebek am 20. Februar 2019 

 

  

 

  

  

  

  
  
  
  
BBeerriicchhttssffrreeiiggaabbee  
20. März 2019  
  
  
  
  
  
  
SStteemmppeell  //  UUnntteerrsscchhrriifftt  
DEKRA Automobil GmbH 
Automobil Test Center  

  

  

PPrrüüffbbeerriicchhtt  220011884455776699  
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AAnnpprraallllvveerrssuucchh  SSKK11BB  aann  
FFaahhrrzzeeuuggssiicchheerrhheeiittssbbaarrrriieerree  

Technische Richtlinie  
Mobile Fahrzeugsperren 

MMoobbiillee  AAnnttii  RRaammmmiinngg  TTrruucckk  BBaarrrriieerr  
Pitagone S.A.  

  

  

Durchgeführt auf dem DEKRA Testgelände 
in Eggebek am 20. Februar 2019 
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Technische Richtlinie  
Mobile Fahrzeugsperren 

MMoobbiillee  AAnnttii  RRaammmmiinngg  TTrruucckk  BBaarrrriieerr  
Pitagone S.A.  

  

  

Durchgeführt auf dem DEKRA Testgelände 
in Eggebek am 13. Februar 2019 

 

  

Pitagone

F18 (8 units)

Category: HVM - Delay Rated

Standard Tested To: CPNI VADS 10-2019

Description

8 linked units connected using narrower 'X connectors' configuration, approximately 2.6 metres. CPNI define 1 

unit as the 'L' shape frame, not the 'X connectors'. Tested on asphalt with wheels retracted and facing vehicle 

attack direction.

Pitagone

F18 (5 units)

Category: HVM - Delay Rated

Standard Tested To: CPNI VADS 10-2019

Description

5 linked units connected using wider 'X connectors' configuration. CPNI define 1 unit as the 'L' shape frame, not 

the 'X connectors'. Tested on asphalt with wheels retracted and facing vehicle attack direction.

Pitagone

F18 (3 units)

Category: HVM - Delay Rated

Standard Tested To: CPNI VADS 10-2019

Description

3 linked units connected using wider 'X connectors' configuration. CPNI define 1 unit as the 'L' shape frame, not 

the 'X connectors'. Tested on asphalt with wheels retracted and facing vehicle attack direction.

 
 

  
  

TO WHOM THIS MAY CONCERN

16th May 2019
Rev 02

To whom it may concern,

This is to confirm that a Pitagone F18 Barrier consisting of 8 units with 250mm spacing 
was impact tested at HORIBA MIRA Ltd on 26th February 2019 under Test number 
W0017.

The Impact test was carried out in accordance with IWA14-1:2013 Impact test 
Specification for Vehicle Security Barriers with the target impact point being the midpoint 
of the test item and the test item was given a performance classification of:

IWA 14-1:2013 Barrier V/7200[N3C]/48/90:29.1

The Vehicle Penetration was 29.1metres.

For more details, including the classification of the product, please refer to HORIBA MIRA 
test report No: IWA14-1 1219545-002-01.

Yours Sincerely, 
For and on Behalf of HORIBA MIRA LTD
  

  

Dave Johnstone
Consultant - HSPI

HORIBA MIRA Ltd
Watling Street, Nuneaton
Warwickshire, CV10 0TU, UK

Direct Tel: +44 (0)24 7635 5253
Direct Fax: +44 (0)24 7635 8513
Email: Dave.johnstone@horiba-mira.com

www.horiba-mira.com

 
 

  
  

TO WHOM THIS MAY CONCERN

16th May 2019
Rev 03

To whom it may concern,

This is to confirm that a Pitagone F18 Barrier consisting of 8 units with 250mm spacing 
was impact tested at HORIBA MIRA Ltd on 26th February 2019 under Test number 
W0017.

The Impact test was carried out in accordance with PAS68:2013 Impact test 
Specification for Vehicle Security Barriers with the target impact point being the 
midpoint of the test item and the test item was given a performance classification 
of:

PAS68:2013 Barrier V/7200(N3)/48/90:28.1/18.0

The Vehicle Penetration was 28.1metres.

For more details, including the classification of the product, please refer to HORIBA MIRA 
test report when available No: PAS68 1219545-002-02.

Yours Sincerely, 
For and on Behalf of HORIBA MIRA LTD
  

  

Dave Johnstone
Consultant - HSPI

HORIBA MIRA Ltd
Watling Street, Nuneaton
Warwickshire, CV10 0TU, UK

Direct Tel: +44 (0)24 7635 5253
Direct Fax: +44 (0)24 7635 8513
Email: Dave.johnstone@horiba-mira.com

www.horiba-mira.com
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